
- JOHN RUSKIN

Quality is never an accident. It is the result of an intelligent effort.
There must be a will to produce a superior thing.

Manufactured in Technical Collaboration 
With Central Institute for Research on Cotton 
Technology (CIRCOT), ICAR, Govt. of India.

. Optimizes pressing performance

. Made with superior technical 

know how

. Robust Construction

. Protects fibre quality

 Highest out turn of Lint than other Ginning Systems.
Cleaner seeds without Cotton Lint with it.

DESIGNED WITH THE  USER IN MIND;
50 YEARS’ OF EXPERIENCE AT HAND!
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Capacity / hour (Avg) 5000 kgs of lint

Power (Max) 5 BHP,1440 RPM

Height 2100 mm

Width 2250 mm

Length 2180 mm

Weight (approx) 2000 kg

Drum Diameter 40”

Optional Accessories I) VFD drive for 5HP motor

II) Panel for VFD

BAJAJ-CEC DELINTING EQUIPMENTS AND SYSTEMS FOR HIGHEST QUALITY OUTPUT

ALWAYS USE

BAJAJ GINNING EQUIPMENTS & SYSTEMS
Double Roller Cotton Gin ~ Auto Feeder ~Pre-cleaner ~Lint Cleaner~Seed cotton opener & cleaner~Pneumatic 

conveying and distribution system of unginned cotton for Automatic Plants~Belt conveyors & Pneumatic conveying 
system for cotton lint~Cottonseed conveyors , Elevators ~Electricals  and Cotton Baling Presses.

Due to continuous research & development, specifications are subject to change without notice.

TECHNICAL SPECIFICATION

FREE ACCESSORIES  : Doffing roller assembly - 1 set.

SALIENT FEATURES  :

l Even formation of the lint batt for the press.

  l Drum peripheral speed could be varied to match Gin capacity.

  l All rotating parts are provided with anti friction bearings for optimum efficiency.

  l Easy to maintain; Low maintenance cost.

  l High quality wooden rafters for doffing rollers adds to the life of roller.

l High density Nylon gears used for motion transmission reduces maintenance and optimize smooth 

functioning.

l Swinging arms provided to all 4 rollers reduce the thrust and allow better compression of all density lint.
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